
GMC-3000 Crimper & Tester
The crimp-n-test combines all the tools you need to get the job done 
in one convenient item. The heat treated steel frame provides tool 
durability with RJ-45 and RJ-11 crimp stations. Impact resistant 
handles with protective rubber overmold comfort grips provide high 
leverage and impact durability. Test cables terminated with 4, 6 or 8 
pin connectors or test in-wall LAN wiring.  
Built-in tester for continuity, opens, shorts, reversals, and miswires. 
Ability to test male to male network LAN cables or room to room in-
wall network cables. Be immediately confident that your crimps are 
correct or debug quickly and easily identify faults. Includes a remote 
that snaps securely into the base of the handle for storage and 
transportation.

Cut, Strip, Terminate, & Test
Features
• RJ-45 (4 pair) Crimp Station

•  RJ-11 (1, 2 or 3 pair) 
Crimp Station

•  Built-In Cutting and 
Stripping Blades

•  Test Button

• Wire Status Indicator

• Remote

•  UTP/STP Cable Test Jack

Patented
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GMC-3000 Crimper & Tester

ITEM # COLOR ITEM DECRIPTION UPC SIZE QTY/CLAM QTY/MASTER

GMC-3000 Yellow Crimper & Tester 035632065318 1.4” x 5.25” x 12” 1 2

Cut, Strip, Terminate, and Test with this 
combination modular crimper and cable tester. 
•  Heat treated steel frame for tool durability  

with RJ-45 and RJ-11 Crimp stations

•  Comfort grips provide high leverage and cable test 
functionality

• Test cables terminated with 4, 6, or 8 pin connectors 

• Test for continuity, opens, shorts, reversals, and miswires

• Debug functionality quickly and easily identifies faults

•  Remote snaps securely into the base of the handle for  
storage and transportation

• Includes RJ-11 and RJ-45 Jumper Cables

•  Operates from (1) 6 volt A544, ½ AA size battery  
or (4) LR44 Button cell batteries, included

GMC-3000 Crimper & Tester

Cat 3, Cat 5, & Cat 6 3

Continuity, Opens, Shorts, Reversals, & Miswires 3

Split Pairs 3

Shield Continuity 3

Maximum Cable Length for Testing 600’
Drop Rating 10’
Crush Rating 250 lbs
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Combination Modular Crimp Tool & UTP/STP Cable Tester 3

Jumper Cables 2 included
Debug Functionality 3

Test Cables Terminated with 4, 6, or 8 pin connectors
Crimp Station RJ-45 (4 pair) and RJ-11 (1, 2, or 3 pair)
High Leverage Ergonomic Design for Easier Crimping 3’
Patent Pending Snap-Together Design 3
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